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TABLE 1: PIPE CULVERTS MINIMUM COVER
CORRUGATED | STRUCTURAL
SURFACE |[METAL PIPES P5§i§Fi%EF5 %ﬁﬂﬁi&ﬁ%?D Péﬁggéc
TYPE AND PIPE
ARCHES ARCHES PIPES ~ |(SEE NOTE 2)
FLEXIBLE 1/5 (DIA. lg (DIA.
PAVEMENTS | QR SPAN) OR SPAN) 5" MIN 5" MIN
OR OR OR
UNPAVED 2" MIN. 2’ MIN.
1/5 (DIA. l/g (DIA.
RIGID OR SPAN) OR SPAN) 176" MIN. 2’ MIN
PAVEMENTS OR . OR
1"6"MIN. 176" MIN.

UNIFORMLY GRADE THE GROUND ARGUND
PIPE

PLASTIC PIPE
AND POLYVINYL CHLORIDE,

INCLUDES POLYETHYLENE

ABSOLUTE MIN.
DEPTH 1’
EDGE OF CULVERT.
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NOTE: DRAWING NOT TO SCALE

REVISIONS

REMARKS

M.F.| CORRECT ARROW IN PIPE CULVERT MINIMUM COVER DETAIL.
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